
Available Fixtures
Arm Mount

Low Profile - Flat Lens

The ARI-1 offers a sleek, low profile exterior housing and upsweep 
(standard) mounting arm.  The one-piece die cast aluminum door 
frame is opened by a tool-less “push” latch.  This provides direct access 
to the lamp and ballast components making the ARI-1 extremely easy 
to install and service.  Solid installation is a snap with the new Visionaire 
Aria three-bolt mounting pattern.  The Aria mounting arm houses the 
ballast assembly to allow more space in the fixture housing for superior 
reflector components. New sharp cutoff Type 4 forward throw optics 
make the ARI-1 an excellent choice for reducing spill light on nearby 
property.

Arm Mount
Deep Housing - Flat Lens

The ARI-2 combines all of the mechanical features of the ARI-1 with 
vertical lamp photometric performance.  Architecturally, the deep 
housing ARI-2 offers another great Aria style to choose from.  The 
ARI-2 features the patented  vertical lamp Vision™ reflector system in 
four different IES patterns; Type 2, 3, 4 and 5 Vision™ reflectors are 
available in the ARI-2.

Post Top
Low Profile - Flat Glass

The pole top mounted ARI-1-PT enhances the flexibility of the Aria line. 
Two polished aluminum arms support the ARI-1-PT housing to minimize 
the fixture size and enhance the surrounding landscape.  The support 
arms disappear into the cast door frame to provide a solid mount 
which is critical with this fixture style. The ballast is located in the base of 
the fixture for tool-less access and serviceability. The shape of the bal-
last assembly compliments the shape of the ARI-1-PT fixture housing.

Post Top
Deep Housing - Flat Glass

Vertical lamp photometry in a pole top installation  can be achieved 
when using the ARI-2-PT.  The subtle dome top enhances the surrounding 
landscape with smooth lines and curves.  The patented  Vision™ reflector 
system provides unsurpassed photometric coverage.  With a maximum 
400-watt lamp source, the ARI-2-PT can be used in large parking areas 
as well as smaller pedestrian areas and walkways.  
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Post Top
Low Profile or 
Deep Housing - 
Teardrop Lens

The pole top mounted ARI-1-PT-TD 
and ARI-2-PT-TD are available with 
an optional tear drop lens.  This 
lens offers a “beacon effect” to 
the Aria when the need to draw 
attention is required.  The visual 
effects created by this lens are 
pleasing to the eye and easily 
create architectural ambience.

Bollard

Complimenting the pole mounted Aria fixture line is the unique Aria 
Bollard (ARB-1 & ARB-2).  The top of the Aria bollard is a miniature 
version of the pole mounted ARI-1 and ARI-2. NEW LED lamp source 
allows for precise walkway lighting in an energy efficient source.  The 
twin   support arms match the twin arm assembly used with the ARI-1 
& ARI-2 series post top fixture series.

Wall Sconce

The wall/building mounted Aria Wall Sconce (ARS) is available in 
the low profile ARI-1 design and the dome top ARI-2 design.  The 
ARS includes the tool-less entry feature and superior photometric 
performance.
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